
Theodor-Storm-Strasse 21
D-25451 Quickborn
Telefon : (0 41 06) 7 10 1 0
Telefax : (0 41 06) 7 10 09
E-mail : info@exa.de
Internet : https://www.exa.de

E0
22

-D
1-

22
24

-e
n

EXA® systems – practical solutions

Oval rubber design complete with attached hand pump including outlet valve. Pneu-
matic air-cushioned clamps (external) for easy attachment to oval exhaust outlets. 
Temperature resistant up to 150 degrees Celsius while exhaust extraction system is 
working

Type 3860, oval
Mind. 60 × 120 mm, max. 75 × 125 mm (height × width), particularly suitable for  
Volvo XC70, Mercedes R, GLK, GLA and Porsche Cayenne.
With connection for DN 100 hose Order No. 386 100 € 360.00

Type 3870, oval
Mind. 38 × 120 mm, max. 65 × 135 mm (height × width), particularly suitable for  
many Mercedes and BMW models.
With connection for DN 100 hose Order No. 387 100 € 370.00

Type 3880, oval
Mind. 50 × 160 mm, max. 65 × 175 mm (height x width), particularly suitable for  
many Mercedes, BMW and Audi models.
With connection for DN 100 hose Order No. 388 100 € 375.00

Type 3890, oval
Mind. 50 × 160 mm, max. 85 × 175 mm (height x width), particularly suitable for  
many BMW and Volvo models.
With connection for DN 100 hose Order No. 389 100 € 375.00

EXA® joint fork hose for passenger vehicles
suitable for twinpipe exhaust extraction systems (left-hand and right-hand), 
consisting of Y-piece DN 100/100/100, with two exhaust gas hoses DN 100 (length 
1.0 m), with special brackets and rubber protection, completely pre-assembled for 
direct connection with the above-mentioned exhaust extraction nozzles.
For DN 100 hoses    Order No. 313 100 € 175.00

All prices quoted net of value added tax

EXA® pneumatic exhaust extraction 
nozzle for bumper-integrated exhaust 
apertures


